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High Efficiency IP66 & IK08
ngh Qua“ty Optic structura adopts PC lens and Dif'ere nt Watt

lampeared glass with IK08 and IP&8

prolection rating. Different Dimensions

It is designed 1o ba cost-saving for
project requiraments. Most impartantly,
tha prica is wary competitive with 150Lmy
W high efficiancy. Vent

Balance atmosphare pressure and
present molsiure.

Multi-beamangle
Lighting Distrubition

15°f 307/ 60°/ 90°f 1207 T2/ T3M.
All kinds of differant beam-angle better
for different project, such as tennis
courns, basketball courts, vollayball, ete

Useful light Dimensions
(Outdoor biloard Bghing doesign and
Adopting polarized light design with TN heituion 10w 200
minimized light pollution and light loss Lurminaire Net Weight By 11Kg
Cullaek Dimensions 182" 122°47rrm 24216651 MM
Carton Siza 305 270" 290mm 51036531 5mm
Tunnal kighting design and e lel ) S0
koo Lurrinaire Net Weight 1.6Kg 27Kg
& A = —_— ; =N Cutiook Dimensiors 262 220°52mm T2 E2mm
2 ﬁ.f’.—“‘! b — | | Canen Sze SE5*A05 315 5E8°360°315Mm
e b 1008 1500
i Lurrinaire Net Weight 40K 45K
Cutiaok Cimensions 3847384*56mm 445 32 "SEMM
Carton Size 44042001 16mm 490742011 6mm
Z00W 300W
Lurrinaire Met Weight 5.5Kp 8.7Hg
Cutiook Dimensions 45738F56mm 503" 545 B4amim

Carion Siza S40M420° 11 5mm 530"550"115mm




ProTour® 150Lm/w
| WogslNoNeDm  LAPROTIOMW  LAPROTMMW  LAPROTIMMMW  LAPROTSSMW LAPROTIOOMW LAPROTISOMW  LAPROTAIGMW  LAPROTMOMW LAPROTIOMW

Lumen Qutput 1,500im 3,000k 4,500 7.5000m 15,0001m 22,500im 30.000im 45,000Im 48,000m
Wattage 10 200V W S0W 00 1500 2000 300N J20W
Luminous Efficiency 50w

Srraart Contiol Constant Luman outpat { Timer / Daylight sensor / Dali dimming  0-108 Dirmming

CCT B000-ES5008

IP Rating P

¥ Rating [50)

Werking Temperabure =20 ~ 24570

LED Chips PHILIPS

LED Driver Maoarmal|

Input Woltage 100-2700ae, SOEIHZ, =0.90

‘Warranty & years

Lifespan =60, 0000rs

Beamangha 157 307 607/ B0 1207 T2 T3M

CHl Ra=Bl

st Wailght/Carton 12060 220Kg 15.0Kg 28.0KQ dakg 4.8K0 5.7Kg 8.7Kg a.7kg
(Gross Waight/Carion 14.0Kg 240Ky 17.0Kg Z8.0Kg A.4Kg 51Kg B 1Kg 93Ky 33Kg
QuaniityfCartan Mpes 20pcs 10pes 10pes 1pes 1pes ipes 1pes 1pes
Carton Size A5 ETONEM0mm S0 365 35mm 4E5°305°315mm SEA° 360731 5mm 440r4200115mm AB0FA4200 11 5mm 540°4207115mm SEOSE0 15mm S80FES0 11 5mm



Light Distribution Optional

Intelligent Control
= D#LI Contral
w 1-10V Dimming

*» Motion Sansor

Certifications

@ O & 5 CE€ L& T21 LCP VEET LM80 LM7S




