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Preliminary remarks 

Notes on planning 

The energy consumption quantities do not take into account light 

scenes and their dimming levels 
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PADEL OPTIMA LED 

Luminaire list 

Drorat Prosat Luminous efficacy 

149552 Im 11832W 126.4 Im/W 

pcs. _ Manufacturer Article No. Article name 
© 

Luminous efficacy 

  

8 OPTIMA PROYECTOR OPTIMA 150W 

LED ASYMETRIC 

1479W 18694 Im 126.4 Im/W 

  

ttps 
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Product data sheet 

OPTIMA LED 150W ASYMETRIC 

  
Article No. 

p 

Damp 

Duminaire 

n 

Luminous efficacy 

ccT 

RT 

ttps:/Auww optimaled.es 

1479 W 

18694 Im 

18694 Im 

100.00 % 

126.4 ImtW 

5470K 

86 

C;nlinuxl.@ 
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Polar LDC 
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Terreno 1 

Luminaire layout plan 
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CptimaLED 

Terreno 1 

Luminaire layout plan 

n 

  
Manufacturer OPTIMA LED 

Article No 

Article name OPTIMALED 150 W 

ASYMETRIC 

FLOOD LIGHT OPTIMA LED 150W ASYMETRIC 

  

  

    
  

  

  

  

    
  

Type Line arrangement x Y Mounting Luminaire 

__ - height 

1st luminaire 3.865 m/10.058 m/ 

ONIz) 6100m 3865m 6100m 

X-direction 2pcs, Centre-centre, _ 4400m 6100m 

0535m 

Arrangement 

FLOOD LIGHT OPTIMA LED 150W ASYMETRIC 

Type Line arrangement x Mounting Luminaire 

height 

1st Iuminaire 15,833 m/10.058 m / 

ONIZ) 6100m 15833m 6100m 

X-direction 2pcs, Centre-centre, _ 16368m 6100m 

0535m 

Arrangement A2 

FLOOD LIGHT OPTIMA LED 150W ASYMETRIC 

Type Line arrangement x Mounting Luminaire 

_ height 
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Terreno 1 

Luminaire layout plan 

  

  

  
  

  

  

  
  

Arrangement 

tips/Aww optimale 

1st luminaire 16368 m/0.204 m / x Y Mounting Luminaire 

OUYIZ) 6100m height 

X-direction 2pcs,Centre-centre, _ 16368m _ 0204m 6100m 

0535m 

_ - 15833m _ 0204m 6100m 

Arrangement A3 

FLOOD LIGHT OPTIMA LED 150W ASYMETRIC 

Type Line arrangement x Y Mounting Luminaire 

__ - height 

1st luminaire 4.400 m /0.204 m/ 

OUYIZ) 6100m 4400m 0204m 6100m 

X-direction 2pcs, Centre-centre, _ 3865m 0204m 6100m 

0535m 

A4 
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Terreno 1 

Luminaire list 

  

Orral Prosat Luminous efficacy 

149552 Im 11832W 1264 1m/W 

pcs. _ Manufacturer ArticleNo. Article name P © Luminous efficacy 

8 OPTIMA OPTIMA LED 150W ASYMETRIC 1479W 186941m 126.4Im/W 

LED 

  

https:/Awwew optimale 
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Calculation objects 
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Terreno 1 

Calculation objects 

Calculation surfaces 

Properties E 

Emin Emax 
q 92 

Index 

  

PISTA 321 

Perpendiclar iluminance 

Height: 0.000 m 

254 x 363 x 079 0.70 

  

  

https:/Awwew optimale 
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PISTA (GR) 

TTOOS STOTOTSTSTOTS ©©©©©S© STOTOTSTSTOTS STOTOTSTSTOTS SITT STT S©©©©SS STSTSTSTSTOTS | 0000000 | @©SSSSES |e ©©©©©SS l |ii | ©©©©O©OO 

  



PADEL OPTIMA LED 

Terreno 1 

Calculation objects 

kiisation profle: Configuración DIALux predeterminada, Esténdar (ärea de tránsito al aïre bre 

htips:   

w optimaled.esf 
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PADEL OPTIMA LED 

Terreno 1 

PISTA 

  

          

  

  

zi= 

330 4234 

# 30 

a ‚zed 

31 4231 

EE 238 

330 289 

oo 

Properties Emin Emax EN 9 Index 

PISTA 321 2541k 363 k 079 070 

Perpendiclar iluminance 

Height: 0.000 m 

  

  

Utlisation profle: Configuración DIALux predeterminada, Estándar (ärea de trénsito al aïre libre) 

https:/Awew optimaled.es/ 
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